
100MM DEEP CONCRETE PLINTH
WITH 50 HARDCORE UNDER TO
EXTEND 75 BEYOND FENCE LAID TO
FALL

COMPOUND
LEVEL

ALL POSTS PREDRILLED WITH 13 mm
DIA. FIXING HOLES

50x50x6 EA PCC HORIZONTAL RAILS
(RAL TO MATCH PALES)

PAD FOUNDATIONS
GRADE C32/40

POST EMBEDDED LENGTH
850mm MIN.

50mm SPACING BETWEEN PALES

ANGLE BRACKET FIXED INTO WEB

PALES TO BE PCC CORRUGATED
WITH TRIAD HEADS & WELDED TO
50x50x6 STEEL ANGLE

COMPOUND STONE CONSISTING OF
CLEAN 50mm SINGLE SIZED
CRUSHED LIMESTONE (150mm
THICK).
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COMPOUND LEVEL

PAD FOUNDATIONS
GRADE C32/40

POST EMBEDDED LENGTH
850mm MIN.

100MM DEEP CONCRETE PLINTH WITH
50 HARDCORE UNDER TO EXTEND 75
BEYOND FENCE LAID TO FALL

102x44 PCC RSJ POST
(RAL TO MATCH PALES)

HORIZONTAL 50x50x6 ANGLE BOLTED
TO 50x50x6 EA BRACKET TO POST
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